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= e=p \ The Peerless "Series 7 Oil Fired Boiler is available with an all steel, heavily
f,::;s T insulated, two toned green bhaked enamel jacket in either the Flush Model,
RS P shown in photo, or with the Deluxe Jacket Extension Maodel, featured on the
D o i cover page. The jacket is designed for installation after supply and return piping

is made to the boiler allowing for easier piping and eliminates jacket damage
while piping. Both modeis feature readily removable panels for access to the
flueways cover plate for convenient cleaning to maintain high boiler efficiency.

A large insulated, cast iron, access door to the combustion chamber has a
built-in asbestos rope graove far positive seal.:[t is mounted on the boiler with
steel studs and either Brass Acorn or Cadmium steel nuts to prevent freezing
through heat or rust. Observation door enables easy flame observation. All
controls and gauges on water and steam boilers are conveniently located for
easy reading. This photo shows the specially adapted oil burner mounted firmly
to the boiler with a heavy duty flange mount. Cad-Cell and Protectorelay are
standard on the O-704 through O-711 boiler burner units. Electronic controls are
available as an optional extra. Two stage pumps are standard on Models 0-707
through O-711 Boiler Burner Units.

The Series 7" Cast lron Boiler block assembly featured in the photo, shows
two provisions for copper tankless water heaters, used to furnish domestic hot
water. Actually three provisions are available, one additional provision being
located at the rear of the boiler (optional). A choice of three heater sizes and
number of heaters used is based on the G.P.M. requirement.

The Series "7" Cast lron Boiler features the exclusive Peerless offset three
nipple port design that provides a unique application for the tankless water
heaters in the upper offset ports. This design allows for the use of one or two
tankless water heaters on both steam and water models to be fully submerged
in the hottest boiler water.

With this unique design, a single Series 7 Peerless Boiler will, in addition,
provide hot water for snow melting and heating of swimming pools from indi-
vidual built-in water heaters. (Write to the factory for three [3] Tankless Water
Heater applications.)

A tankless water heater table showing the various ratings and heater loca-
tions for steam and water boilers is located on page 2. The ratings range from
5 G.P.M. for the four section boiler using one heater to 20 G.P.M. for the
eleven section boiler using two heaters. Summer and winter operation of the
boiler provides a year round domestic hot water supply.

SUBMITTAL DATA: Job

Location

Address ___

The Peerless Boiler No. (Steam)
(Water) Oil fired cast iron boiler is submitted for the

Engineer

following job, with ratings, dimensions, specifications,

standard equipment and accessories as specified. Qil Specs.

Bim =

Boiler will include optional specified
occessories as follows:

i Boiler will include standard equipment
t as shown on page 2 except as follows:

Boiler Number

Qutput
Net

For other Ratings, Specifications and
Dimensions see tables pages 2, 3
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1.

Aluminized steel flue col-
lector, corrosion resistant
for long life.

4.

The famous Peerless cast
iron water tube sections,
with an extremely high
number of gas passages
(8 per section), are cast in
a closed H design for
maximum strength and ef-
ficiency.

6.

Clean-out door on front
of boiler (not shown) al-
lows for inspection and
easy cleaning of flueways
to maintain high boiler
efficiency.

Qil burner is flange
mounted on a heavily in-
sulated cast iron combus-
tion chamber cover plate.
Cover plate is sealed with
asbestos rope and easily
removed if desired.

2.

Tankless copper water
heater for abundant year-
round domestic hot water
supply. An additional coil
can be installed for great-
er hot water requirements.

ADVANCED HYDRONIC HEATING

Jacket (flush type) all
steel, two toned green
baked enamel finish. De-
signed for installation
after supply & return pip-
ing is connected.

5.

Sections are evenly spaced
with spacing pads to
eliminate corrosion from
long iron to iron contact
and sealed with heavy as-
bestos rope for complete
retention of the hot burn-
ing gases.

7

Full wet base water tube
sections surround combus-
tion chamber for maxi-
mum heat absorption of
burning fuel and low
floor temperature.

9.

Sturdy base legs cast as
part of each section en-
ables boiler to be installed
directly on non-combus-
tible floor without the
addition of a separate
base.

10.

Heavy glass wool insula-
tion on all jacket panels
completely surrounds the
boiler. Offers maximum
heat retention and pro-
tects jacket finish.

The “Series 7" Qil Fired Cast Iron Boiler incorporates the very latest in engineering and de-

sign features and is the perfected result of over 60 years experience in manufacturing quality

heating equipment. The Series “7" is @ modern, compact hydronic heating boiler that will pro-

vide many years of efficient, trouble free heating with the added advantage of an abundance

of domestic hot water.
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ciency.

Peerless “Series 7" Oil Fired Boilers incorporate the Peerless famous cast iron section, .

water tube construction, designed in a unique pattern so as to provide extra strength
and long life, without excess weight. The sections when assembled provide an extremely
high number of heat absorbing horizontal flue passages (80 per 11 section boiler), that
force the hot gases to twist and turn through and around each water tube.

Shown in the photo are three Series 7" sections set up. Note the heavy ashestos ropa
seal applied in the groove cast in the section. .This ashestos rope is applied to each

section when. assembled resulting in a positive seal, thereby eliminating any possible.

leaking of hot-gases!

Special spacing pads are a component part of each section and are precision ground
so as to fit evenly (one section to another). This eliminates long iron to iron contact be-
tween sections permitting Peerless sections to maintain their over-all natural as-cast
skin, providing maximum corrosion resistance and longer life. ;

Note the full wet base completely surrounding the Combustion Chamber area.

Sturdy base legs cast as part of each section enables boiler to be installed directly on
floor without the addition of a separate base.

TANKLESS HOT WATER HEATERS

_PEERLESS

The “Series 7" Qil Fired Cast Iron Boiler features an aluminized steel flue col-
lector for added life and maintenance free operation. The outlet of the flue collec-

tor is offset from the hoiler supply outlets and will not interfere with steam

Note the cast iron clean out door secured by four bolts. This door is easily re-

moved for inspection and cleaning of the flueways to maintain high hoiler effi-

The slant-top design of the Peerless Series 7 sections results in a lower over-all

boiler height, permitting installation in low ceiling boiler rooms.

o

COMBUSTION CHAMBER

The Series 7" Boiler has multiple provisions for tank-
less water heaters. The heavy copper tube coil is of con-
tinuous spiral extended surface design with large heat
absorbing fins. Supplies an abundance of domestic hot
water the year round. See table (page 2) for ratings.

Shown is the precast, two (2) piece, high temperature
refractory combustion chamber, easily installed in a
minimum amount of time. This special chamber assures
the maximum in high combustion and operating effi-
ciency. (Standard with boiler-burner units, optional with
oil fired boilers.)







